
 

EN - FIVE FINGERS PROTECTIVE GLOVES                                                                  

–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––---------                                  
Description:                                                                                                                                               
Five fingers seamless protection gloves knitted from  nylon with nitrile coating on the 

palm and fingers.       Available sizes 6 - 10 in  shortened lengths for special 
applications, according  EN420:1994 and EN 388:1994. 
 

Use: 
Gloves are designed for hand protection against mechanical risks in dry 
conditions, especially in fine engeneering, machinery, warehouses, light industry 
etc.  
 

Features and marking: 
 

 
 
read the authorized representative EC conformity  mechanical hazards 
user instruction identification marking icon 
 

3131 - Protection levels EN 388 
Abrasion rezistance: 3 10“ size 

Cut resistance: 1 EN388:03 standard  issue year 
Tear resistance: 3 
Puncture resistance: 1 2012 production date(year) 

01080008,135810   article 
 

Maintenance and usage of safety gloves: 
Protect gloves against radiant heat, do not expose to organic solvents and their 
vapours, lubricants, fats, mineral oils and water. Remove rough dirt with a brush and 
let gloves dry freely at room temperature after use. Gloves cannot be machine 

washed or dry cleaned. 

Warning: 
Gloves must not be used if there is a risk of them being caught by moving machine 
parts. Protection features are only applied on palm section of glove. Always use 
correct glove size and examine gloves condition before every use. Never use worn, 

hardened or in any other way damaged gloves. Gloves use may cause some skin 
irritation and allergic reaction to people with very sensitive skin, in such case do not 
use gloves any further. 

Transport and storability: 
Gloves are to be transported in original packaging or in a plastic cover, it is necessary 
to store them in dry, cool conditions and away from direct sunlight. Shelf life is 2 years 

from the date of manufacture in suitable conditions. 
 

EC type certificate has been issued by a notified body No. 0075 CTC, Parc 
Scientifique Tony Garnier – 4 rue Herman Frenkel – 69367 LYON CEDEX 07 
 

Authorized representative: ČERVA EXPORT IMPORT a.s., Archeologická 1378, 253 

01 Hostivice, Czech Republic 

 

  

RO – MANUSI DE PROTECTIE CU CINCI DEGETE 

––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––– 
Descriere: 
Manusi de protectie cu cinci degete ,tricotate ,din nylon, palma complet acoperita si degetele 
partial acoperite cu nitril. 

Marimile disponibile sunt  6“-10‘ si sunt in conformitate cu EN420:1994 si EN 388:1994. 
 

Utilizare: 
Manusile au fost proiectate pentru a proteja mainile de riscuri mecanice si sunt destinate 
utilizarii in mecanica fina,mecanica,depozite, industria usoara, etc.. 
 

Caracteristici si marcaje: 
 

 
 
     cititi identificare distribuitor marcaj     icoana 
instructiunile autorizat                      conform CE      riscuri mecanice 
 

3131 – Nivel de protectie  EN 388 
Rezistenta la abraziune:  3 10“ marimea 

Rezistenta la taiere:   1 EN388:03 anul aplicarii standardului 
Rezistenta la rupere:   3 
Rezistenta la intepare:   1 2012 data fabricatiei(anul) 

01080008,135810   cod articol 
 

Modul de utilizare si intretinere a manusilor de protectie: 
Manusile trebuie ferite de radiatiile calorice, sa nu fie expuse actiunii solventilor organici si 
vaporilor acestora,a lubrifiantilor,a uleiurilor minerale si a apei. Manusile nu pot fi spalate in 

masina sau curatate chimic. 
 

Atentie: 
Manusile nu trebuie folosite daca exista riscul de a fi prinse de organe de masini in miscare. 
Asigura protectie doar in zona  palmei .Utilizati intodeauna doar marimea corecta si verificati  
starea manusilor inainte de fiecare utilizare.Nu folositi  niciodata manusi uzate, invechite sau 

deteriorate in vreun fel. Uneori, la persoane cu pielea foarte sensibila pot cauza reactii alergice, 
caz in care  va trebui sa se renunte la utilizarea manusilor. 

Transport si depozitare: 
Manusile vor fi transportate in pungile de plastic originale si este important sa fie depozitate in 
conditii uscate, racoroase si ferite de razele soarelui.Durata lor de viata este de doi ani de la 
data fabricatiei ,cu respectarea conditiilor aratate. 

 

Organismul autorizat ce a eliberat Certificatul de tip CE No. 0075 CTC, Parc Scientifique Tony 

Garnier – 4 rue Herman Frenkel – 69367 LYON CEDEX 07 
 

Distribuitor autorizat: ČERVA EXPORT IMPORT a.s., Archeologická 1378, 253 01 Hostivice, 

Czech Republic 

 

 


